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DRILLING COMPANY _VIRONEX INC, DRILLER _JQRGE METHOD . Geoprobe—direct push
BORE HOLE DIAMETER _..2 . IN_. DEPTH DRILLED 16 FT DEPTH TO WATER : INITIAL 135  FT STATIC ___ 125 fT
CASING TYPE _NA DIAMETER . IN  SCHEDULE INTERVAL T 71O ET.
SCREEN TYPE MNA....._ DIAMETER N, SLOT SIZE . IN INTERVAL fI. 10 28
FILTER PACK TYPE NA INTERVAL FI. 10 FY
SURFACE SEAL TYPE _NEAT CEMENT INTERVAL @ T 70 15 1
COMMENTS: _SOIL SAMPLES COLLECTED CONTINUOUSLY, PAGE _1_OF.._1
WELL [ BEFTH | FID | SAMPLE 1D |LITHOLOGIC
DETAL | (F.) | (pPM) | BLOWCOUNT|  LOG DESCRIPTION
(— 2 — ] “m SM 0-5" SILTY SAND (SM); 70X FINE-GRAINED SAND; 30X FINES;
R | i B LIGHT BROWN, NO ODOR, NO ORGANICS, DRY, WEAK CEMENTATION
4 HAND CLEARED TO FIVE FEET BGS.
L B 0 _
sSP g'-g' POORLY GRADED SAND (SP): 90X MEDIUM—GRAINED SAND;
P & ] B 5% FINE SUBROUNDED GRAVEL; 5X FINES:; BROWN, NO ODOR,
- | i NO ORGANICS, DRY, WEAX CEMENTATION
g1 9 .| cr2s M
i 1 SP g2’ POORLY GRADED SAND (SP): 0% MEDIUM-GRAINED SAND;
10— — ] 10% COARSE SUBANGULAR GRAVEL; BROWN, NO ODOR,
NO ORGANICS, MOIST, WEAK CEMENTATION
42— % | er212
¥
0 orz 14 12'-186' POORLY GRADED SAND (SP): 90% MEDIUM—GRAINED SAND;
14 — - Fid 10% COARSE SUBROUNDED GRAVEL; BROWN, NO ODOR,
NO ORGANICS, WET, WEAK CEMENTATION
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